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Front Cover Pressure Tube (Relocating) 

Relocate pressure tube 
to lower collector box 
port when:  

 Upflow model is 
installed horizontal 
left side down. 

 Downflow  model is 
installed horizontal 
right side down. 

Pressure 
Tube 



Front Cover Pressure Switch Tube  

Step 1 

 Remove factory 
installed 6” square 
tubing  that connects 
the front cover 
pressure switch, and 
the top collector box 
cover port. 

Remove 
tube 



Front Cover Pressure Switch Tube  

Step 2 

 Remove rubber plug 
from the bottom 
collector box port.  

Remove 
Plug 



Front Cover Pressure Switch Tube  

Step 3 

 Install rubber plug 
on top collector box 
port.  

Plug Top Collector 
Box Port 



Front Cover Pressure Switch Tube  

Step 4 

 Locate the 24” x ¼” 
square tube in parts/ 
“drain assembly bag” 
that is shipped with 
furnace.   

 Install one end on 
the front cover 
pressure switch, and 
the other end onto 
the bottom/lower 
collector box port.  

Attach to lower 
collector box port 



Front Cover Pressure Switch Tube  

Step 5 

 Cut off access 
tubing, and tuck 
access hose into the 
furnace 
compartment close 
to the inducer draft 
motor. 



Horizontal Left Side Down 
• Remove the hose clamps, two 

screws that hold the trap onto 
blower deck in prior procedure.   

• Remove the two plugs from the 
left side of the cabinet and re- 
install in the blower deck.      

• Locate hose #6.  Measuring 
from the non-grommet end, cut 
off and discard: 

Hose #6 

1 ½“ for a 
“D” width 

cabinet 

8 ½“ for a 
“B” width 

cabinet 

5” for a 
“C” width 

cabinet 



Horizontal Left Side Down 

 Remove the rubber 
plug from the vent-
drain elbow side 
port. 

Remove 
Plug 



Horizontal Left Side Down 

 Place hose #6 on the 
vent-drain elbow 
side port and secure 
with a silver clamp.     

 Remove black drain 
cap near the lower 
collector box port, 
and place on barbed 
fitting. 

 Secure with a red 
clamp. 

Attach to vent-drain 
elbow side port 

Black cap 
secured with 

red clamp 



Horizontal Left Side Down 
 Locate hose #5 and cut 

3” from the non- 
grommet end.   

 Insert the cut end of 
hose #5 through the 
lower cabinet drain hole 
furthest from the top of 
the furnace. (insert from 
the outside  of cabinet in)   

 Connect hose #5 & #6 
using the 100 degree 
elbow, (in drain assembly 
bag) and secure with two 
red clamps. 

Cut 3” from the non-
gromett end 

100 degree 
elbow 



Horizontal Left Side Down 
 Drain the collector 

box. 

 Install the non-
grommet end of hose 
#11 from the inside of 
the  cabinet, into the 
cabinet hole closest to 
the top/ air discharge 
end of the furnace.   

 Install on collector box 
and secure with a silver 
clamp.   

 Use two silver clamps 
and secure the hoses 
to the drain trap. 


